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OUTSTANDING PERFORMANCE,
HIGH pRODUCTIVITY

RESPECT FOR THE
ENVIRONMENT
The E16B/18B respect the European
"reduced noise level" as per
directive 2000/14/EC phase 2.

Variable displacement pumps automatically adjust operating speed and
power according to varying load conditions and allow optimisation of
control and reduce fuel consumption.

The hydraulic system allows the driver to combine movement while
driving.
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New three pillar canopy (FOPS,TOPS) or cab (FOPS,TOPS) available on both models.
The most spacious operator’s environment in the industry. The cab has a heater as standard
and additional ventilation can be provided by the ‘up & over’ front windscreen or side-
sliding window.

A user-friendly operating environment
designed for long days of productive
work and minimal operator fatigue: hand
or foot operated travel controls, readily
visible instrument panel, unrestricted
visibility in all directions.
Precise low effort, pilot operated joystick
controls further enhance productivity.
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MAINTENANCE & SERVICEABILITY

The instant the machine begins to dig, extra output from the third pump (which otherwise powers the swing and
dozer circuits) is directed to the arm circuit for added power. This ensures fast and smooth arm operation even
under heavy loads.

INTEGRATED-FLOW PUMP SYSTEM (THREE PUMPS)
FOR TOTAL SIMULTANEOUS MOVEMENTS

Engine

Digging Bucket

Boom

Left Travel

Boom Swing

Arm

Right Travel

Swing

Dozer

No. 1 Pump No. 2 Pump No. 3 Pump
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Net flywheel power (ISO14396) ..............................11.2 kW/15 hp
Operating weight:

canopy..........................................................................1580 kg
cab................................................................................1700 kg

Max digging depth (arm 1020 mm).................................2200 mm
Max digging depth (long arm 1220 mm) .........................2400 mm
Breakout force:

bucket .........................................................................13.3 daN
dipper (short/long) ...................................................8.4/7.4 daN

Transport length (max) ....................................................3620 mm
Transport width.................................................................990 mm
Transport height (canopy/cab) ...............................2340/2350 mm

Make.........................................................................MITSUBISHI
Model ......................................................................................L3E
Type ...............................................4-stroke diesel, direct injection
Number of cylinders ....................................................................3
Displacement ...................................................................952 cm3

Rated speed ..................................................................2100 rpm
Max torque at 1800 rpm ..................................................53.5 Nm

Batteries .........................................................................1 x 40 Ah
Voltage...................................................................................12 V
Alternator ...............................................................................40 A
Starter motor......................................................................1.7 kW

Hydraulic System with two axial piston variable displacement pumps.
Number of pumps ........................................................................2
Total delivery.............................................................2 x 15,5 l/min
Max operating pressure (attach/travel) ...............................206 bar
Max operating pressure (swing) .........................................145 bar

Hydraulic motor ....................................................axial piston type
Swing speed .....................................................................9.5 rpm
Boom slewing angle:

left ........................................................................................80°
right ......................................................................................45°

Length of track on ground ..............................................1215 mm
Width ...............................................................................990 mm
Shoe width (Rubber track) ................................................230 mm
Ground pressure (canopy/cab) .................................0.25/0.30 bar
Upper/lower rollers..............................................................plate/3
Travel speeds .......................................................................1 or 2
Travel speed range (Rubber tracks).....................2.0-2.0/3.5 km/h
Maximum continuous slope............................................58% (30°)

Width x height.........................................................990 x 245 mm
Blade lift ............................................................................210mm
Blade lower ......................................................................310 mm

litres
Fuel ........................................................................................19.5
Coolant ....................................................................................3.5
Engine oil..................................................................................3.0
Hydraulic System....................................................................15.0

SPECIFICATIONS

SWING

UNDERCARRIAGE

CAPACITIES

BLADEELECTRICAL SYSTEM

ENGINE

HYDRAULIC SYSTEM

MAIN FEATURES
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Net flywheel power (ISO14396) ..............................11.2 kW/15 hp
Operating weight:

canopy..........................................................................1660 kg
cab................................................................................1780 kg

Max digging depth (arm 1020 mm).................................2200 mm
Max digging depth (arm 1220 mm).................................2400 mm
Breakout force:

bucket .........................................................................14.0 daN
dipper (short/long) ...................................................8,7/7,8 daN

Transport length (max) ....................................................3620 mm
Transport width (spanner IN/OUT) ...........................990/1330 mm
Transport height (canopy/cab) ...............................2340/2350 mm

Make.........................................................................MITSUBISHI
Model ......................................................................................L3E
Type ...............................................4-stroke diesel, direct injection
Number of cylinders ....................................................................3
Displacement ...................................................................952 cm3

Rated speed ..................................................................2100 rpm
Max torque at 1800 rpm ..................................................53.5 Nm

Batteries .........................................................................1 x 40 Ah
Voltage...................................................................................12 V
Alternator ...............................................................................40 A
Starter motor......................................................................1.7 kW

Hydraulic System with two axial piston variable displacement pumps
and one gear pump.
Number of pumps ....................................................................2+1
Total delivery (axial piston pumps).............................2 x 15.5 l/min
Gear pump delivery........................................................10.9 l/min
Max operating pressure (attach/travel) ...............................216 bar
Max operating pressure (swing) .........................................140 bar

Hydraulic motor ....................................................axial piston type
Swing speed .....................................................................9.0 rpm
Boom slewing angle:

left ........................................................................................80°
right ......................................................................................45°

Length of track on ground ..............................................1215 mm
Width (spanner IN/OUT) ..........................................990/1330 mm
Shoe width (Rubber track) ................................................230 mm
Ground pressure (canopy/cab) .................................0.27/0.31 bar
Upper/lower rollers..............................................................plate/3
Travel speeds ..............................................................................2
Travel speed range (Rubber tracks) ...........................2.0/3.5 km/h
Maximum continuous slope............................................58% (30°)

Width x height (folded/spanned) ....................990/1330 x 245 mm
Blade lift ...........................................................................210 mm
Blade lower ......................................................................310 mm

litres
Fuel ........................................................................................19.5
Coolant ....................................................................................3.5
Engine oil..................................................................................3.0
Hydraulic System....................................................................15.0

SPECIFICATIONS

SWING

UNDERCARRIAGE

CAPACITIES

BLADE
ELECTRICAL SYSTEM

ENGINE

HYDRAULIC SYSTEM

MAIN FEATURES
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DIMENSIONS (mm)

DIGGING PERFORMANCE
E16B/E18B

DIPPERSTICK

Bucket

Dipperstick

3605 1055 2340/ 445 1215 1565 1155 775 2210 415 440 1065 240 70 760 890 990/
2350* 1330**

1525 1555

3710 3900

3800 3990

2470 2595

2060 2260

3550 3675

2200 2400

210 210

310 310

13.3/14.0 13.3/14.0

8.4/8.7 7.4/7.8

BREAKOUT FORCE

* with cab
** with spanned blade




